
“SEABED WORKER” 
MULTI PURPOSE OFFSHORE VESSEL 

• Voith Schneider propulsion with active roll stabilization 
• 650 m² deck area 
• Accommodation for 66 persons 
• Active heave compensated 50 t offshore crane 
• Kongsberg HIPAP 100 / 500 
• Class 2 DP system 
• 1  x Perry slingsby 4000 m XLX ROV installed  
• 1 x 4000 m ODIM AHC A-frame LARS 
• 1 x 4000 m ODIM AHC moonpool LARS installed in a 50 t tower 
• 5,4 x 6,0 m moonpool with 50 t sliding hatch 
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GENERAL INFORMATION  
Vessel name  : M/V ”Seabed Worker” 
Port of registry  : Bergen 
Flag   : NIS 
IMO Number  : 9533244 
Class   : DNV, +1A1, DYNPOS-AUTR,  
     E0, DK  (+), CLEAN COMF (V3), 
     NAUT-OSV(A) 
Call sign  : LAGI7 
Builder   : Fjellstrand AS  
Built   : 2009 
ERN:   : 99, 99, 95 
 
DIMENSIONS & CAPABILITIES 
Length overall  : 88.80 m 
Length between P.P. : 78.15 m 
Breadth   : 16.00 m 
Draft minimum  :   5.70 m 
Draft maximum  :   7.15 m 
Gross tonnage  :  3923 t 
Net tonnage  :  1177 t 
Deck space  :    650 m² 
Water ballast  : Aprox. 1168 m3 
Fresh water  : Aprox.   671 m3 
Fuel oil   : Aprox.   900 m3 
 
SPEED 
Service speed  : Aprox. 12 knots 
Max speed  : Aprox. 15 knots 
 
MAIN ENGINES / GENERATORS / THRUSTERS 
Main engines   : 4 x Cummins QSK 60  
              DMI 4 x 1800 kW 
Generators   : 4 x 1800 kW  
 
Stern thrusters / propulsion : 2 x 2500 kW Voith       
    
Fwd thrusters   : 1 x 1000 kW retractable 
            azimuth 
    : 2 x 1000 kW tunnel 
 
MAIN CRANE 
1 x AHC National Oilwell Offshore crane  
Main winch     : 50 t  @ 20 m radius 
Aux winch  : 10 t  @ 26 m radius 
Tugger winch  :   3 t 
 
Wire length main winch : 3000 m 
Wire length aux winch :   100 m 
 
DECK CRANES 
1 x  Palfinger 32002, on moon pool tower  
  1300 kg @15,8 meter radius 
1 x  Palfinger 4501A in ROV hangar 
  520 kg @7,2 meter radius 
 
 

 

“SEABED WORKER” 

Revision 007—Spesifications subject to change without prior notice 

ACCOMODATION 
66 persons 
 
NAVIGATION 
1 x Furuno 10 cm radar (S-band) w/Arpa 
1 x Furuno 3 cm radar (x-band 9Ghz) w/Arpa 
2 x DGPS systems 
1 x Seapath 200 
3 x Gyro compasses 
2 x Vertical reference units 
1 x Navigation echo sounder 
1 x Speed log 
Dual ECDIS, approved for paperless navigation 
 
COMMUNICATION EQUIPMENT 
2 x VHF w/DSC 
1 x MF/HF wDSC 
2 x Inmarsat-C with SSAS alarm 
1 x GMDSS alarm panel 
1 x Fleet 77 w/fax and interface to DP 
1 x Navtex  
1 x C-band VSAT 
1 x Ku-band VSAT 
1 x GSM Mobile phone 
3 x Portable VHF (GMDSS) 
 
HYDROACOUSTIC POSITIONING REFERENCE 
SYSTEM 
1 x HIPAP 100 
1 x HiPAP 500  
 
ROV HANGAR 
A ROV-hangar is situated aft of the accomodation area. 
The hangar may be closed in order to function as a  
protected work area for storage, maintenance and  
handling of the ROV 
 
1 x ROV Mechanical work shop 
1 x ROV Electrical work shop 
 
ROV LAUNCH AND RECOVERY 
1 x ODIM A-frame installed in ROV hangar.  
1 x ODIM Launch and recovery system installed     
      in moonpool 
 
Both systems have an active heave compensated winch 
with 4500 meters umbilical capasity  
 
OFFICES 
1 x ROV Control room (31m²) 
1 x Offline / Geo room (40m²) 
1 x Meeting / Conference room 
1 x Client office 
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